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T-MOBILE WEST LLC
1855 GATEWAY BLVD, STE 900
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AS CONSTRUCTION SET

NO.

THE INFORMATION CONTAINED IN THIS SET OF CONSTRUCTION DOCUMENTS IS PROPRIETARY BY NATURE.  ANY USE OR DISCLOSURE OTHER THAN THAT WHICH RELATES TO CARRIER SERVICES IS STRICTLY PROHIBITED.

DRAWN BY: BWG
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IT IS A VIOLATION OF THE LAW FOR ANY PERSON,
UNLESS THEY ARE ACTING UNDER THE DIRECTION
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E 10/14/21 RELOCATED EQUIPMENT BWG

F 10/26/21 RELOCATED EQUIPMENT RGL

0 11/22/21 100% CDS RGL

1 01/17/22 NEW ELEVATION JAF

ROOFTOP

SITE NUMBER: 
SITE NAME: 
SITE TYPE: 

CITY: 
COUNTY: 
JURISDICTION: 

SITE ADDRESS:

PROPERTY OWNER:

PROJECT DESCRIPTION:
- REMOVE (6) EXISTING SPRINT PANEL ANTENNAS (2 PER SECTOR)
- REMOVE (3) EXISTING RRU 800 (1 PER SECTOR)
- REMOVE (3) EXISTING RRU 1900 (1 PER SECTOR)
- REMOVE (3) EXISTING RRU 2500 (1 PER SECTOR)
- REMOVE (1) EXISTING EQUIPMENT CABINET
- REMOVE (1) EXISTING BATTERY CABINET
- INSTALL (3) NEW RFS APXVAALL18_43-U-NA20(OCTO) PANEL ANTENNAS (1 PER SECTOR)
- INSTALL (3) NEW ERICSSON AIR 6449 (ACTIVE ANTENNA-MASSIVE MIMO) PANEL ANTENNAS (1

PER SECTOR)
- INSTALL (3) NEW RADIO 4480 B71+B85 (1 PER SECTOR)
- INSTALL (3) NEW RADIO 4460 B25+B66 (1 PER SECTOR)
- INSTALL (1) NEW E6160 SITE SUPPORT CABINET
- INSTALL (1) NEW B160 BATTERY CABINET
- INSTALL (1) NEW DUG20 (GSM) INSIDE E6160
- INSTALL (2) NEW BB66438 INSIDE E6160
- INSTALL (2) PSU 4813 VOLTAGE BOOSTERS WITH (1) NEW iXRE ROUTER AND (1) (1) NEW 7705

SAR-M INSIDE E6160
- INSTALL (3) NEW ERICSSON HYBRID TRUNK 6X24 4AWG, 110M CABLES TO FOLLOW EXISTING

CABLE ROUTE
- INSTALL (1) NEW CABLE TRAY
- INSTALL NEW FRP SCREEN
- INSTALL (4) NEW ANTENNA PIPE MOUNTS (2 AT BETA AND GAMMA SECTORS)
- RELOCATE (1) EXISTING 200A PPC AND EXISTING TELCO BOARD AND ALL EQUIPMENT

APPROVALS:

THE FOLLOWING PARTIES HEREBY APPROVE AND ACCEPT THESE DOCUMENTS AND
AUTHORIZE THE CONTRACTOR TO PROCEED WITH THE CONSTRUCTION DESCRIBED HEREIN.
ALL CONSTRUCTION DOCUMENTS ARE SUBJECT TO REVIEW BY THE LOCAL BUILDING
DEPARTMENT AND ANY CHANGES AND MODIFICATIONS THEY MAY IMPOSE.

LANDLORD
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DEVELOP. MGR

CONST. MGR

PROJECT MGR

OPERATIONS

PRINT NAME SIGNATURE DATE

PROJECT SUMMARY:

CONSULTING TEAM:

SHEET INDEX:

675 EL CAMINO REAL
PALO ALTO, CA  94301

ADDRESS:   675 EL CAMINO REAL
          PALO ALTO, CA 94301
CONTACT:   -
PHONE:   -

RF ENGINEER

SAC REP.

ZONING MGR.

CITY OF PALO ALTO
PALO ALTO WESTIN HOTEL SANTA CLARA

PALO ALTO

APPLICABLE CODES

-GET ON CA-242 S FROM CLAYTON RD
-HEAD WEST TOWARD CLAYTON RD
-TURN LEFT TOWARD CLAYTON RD
-TURN RIGHT ONTO CLAYTON RD
-USE THE RIGHT 2 LANES TO TAKE THE RAMP ONTO CA-242 S
-FOLLOW I-680 S TO CA-262 S/MISSION BLVD IN FREMONT. TAKE EXIT
12 FROM I-680 S
-MERGE ONTO CA-242 S
-MERGE ONTO I-680 S
-TAKE EXIT 12 TO MERGE ONTO CA-262 S/MISSION BLVD
-TAKE I-880 S, CA-237 W AND US-101 N TO EMBARCADERO RD IN
PALO ALTO. TAKE EXIT 402 FROM US-101 N
-MERGE ONTO CA-262 S/MISSION BLVD
 PASS BY JACK IN THE BOX (ON THE RIGHT)
-USE THE LEFT 2 LANES TO MERGE ONTO I-880 S TOWARD SAN JOSE
-USE THE RIGHT 2 LANES TO STAY ON I-880 S
-USE THE RIGHT 2 LANES TO TAKE EXIT 8C TOWARD CA-237 W
-CONTINUE ONTO CA-237 W
-TAKE EXIT 3A TO MERGE ONTO US-101 N TOWARD SAN FRANCISCO
-TAKE EXIT 402 FOR EMBARCADERO RD

-KEEP LEFT, FOLLOW SIGNS FOR EMBARCADERO RD W AND MERGE
ONTO EMBARCADERO RD
-CONTINUE ON EMBARCADERO RD TO YOUR DESTINATION
-MERGE ONTO EMBARCADERO RD
-TURN RIGHT ONTO EL CAMINO REAL
-TURN RIGHT
-SLIGHT RIGHT

 DESTINATION WILL BE ON THE RIGHT

675 CA-82
PALO ALTO, CA 94301

IF USING 11"X17" PLOT, DRAWINGS WILL BE HALF SCALE

CONSTRUCTION DRAWING

SI


Stick Together

APN     120-32-033
ZONING: PC 4465
LATITUDE: 37° 26' 26.685" N (37.44074631°)
LONGITUDE: 122° 09' 47.3004" W (-122.16313930°)
GROUND ELEVATION: ± 52' AMSL

ANSI/TIA-222-G OR LATEST EDITION CURRENT LOCAL CODES AND AMENDMENTS IN THE EVENT OF
CONFLICT, THE MOST RESTRICTIVE CODE SHALL PREVAIL.

1. 2019 CALIFORNIA ADMINISTRATIVE CODE.
2. 2019 CALIFORNIA BUILDING CODE (CBC).
3. 2019 CALIFORNIA ELECTRICAL CODE (CEC).
4. 2019 CALIFORNIA ENERGY CODE.
5. 2019 CALIFORNIA MECHANICAL CODE (CMC).
6. 2019 CALIFORNIA PLUMBING CODE (CPC).
7. ANSI/TIA-222-G LIFE SAFETY CODE NFPA-101
8. LOCAL BUILDING CODE.
9. 2019 CALIFORNIA FIRE CODE. (CFC)
10. 2019 CALIFORNIA GREEN BUILDING CODE

SHEET INDEX:
SHEET: DESCRIPTION SPRINT RETAIN SOW:

PROPRIETARY INFORMATION

THE INFORMATION CONTAINED IN THIS SET OF CONSTRUCTION DOCUMENTS IS
PROPRIETARY BY NATURE.  ANY USE OR DISCLOSURE OTHER THAT THAT WHICH
RELATES TO CARRIER SERVICES IS STRICTLY PROHIBITED.

AT LEAST TWO WORKING

DIAL TOLL FREE

DAYS BEFORE YOU DIG

811

USA NORTH UNDERGROUND SERVICE ALERT SERVING CALIFORNIA AND NEVADA

THE UTILITIES SHOWN HEREIN ARE FOR THE CONTRACTORS CONVENIENCE ONLY.
THERE MAY BE OTHER UTILITIES NOT SHOWN ON THESE PLANS. THE
ENGINEER/SURVEYOR ASSUMES NO RESPONSIBILITY FOR THE LOCATIONS
SHOWN AND IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO VERIFY ALL
THE UTILITIES WITHIN THE LIMITS OF THE WORK. ALL DAMAGE MADE TO THE (E)
UTILITIES BY THE CONTRACTOR SHALL BE THE SOLE RESPONSIBILITY OF THE
CONTRACTOR.

APPLICANT:

T-MOBILE WEST LLC
1855 GATEWAY BLVD, STE 900
CONCORD, CA 94520

T-1 TITLE SHEET
T-2 GENERAL NOTES AND SPECIFICATIONS
T-3 GENERAL NOTES AND SPECIFICATIONS

A-1 OVERALL SITE PLAN
A-1.1 ENLARGED ROOF PLAN
A-2 ANTENNA & EQUIPMENT LAYOUT PLANS
A-2.1 ANTENNA LAYOUT PLANS
A-3 ARCHITECTURAL ELEVATIONS
A-3.1 ARCHITECTURAL ELEVATIONS
A-3.2 ARCHITECTURAL ELEVATIONS
A-3.3 ARCHITECTURAL ELEVATIONS
A-4 EQUIPMENT DETAILS
A-5 EQUIPMENT DETAILS
A-6 EQUIPMENT DETAILS
A-7 EQUIPMENT DETAILS

RF-1 ANTENNA SCHEDULES
RF-2 RFDS INFORMATION

G-1 GROUNDING PLAN AND SCHEMATIC
G-2 GROUNDING DETAILS

E-1 PANEL SCHEDULE & 1-LINE

G1 MODIFICATION DRAWINGS
N1 MODIFICATION DRAWINGS
N2 MODIFICATION DRAWINGS
S1 MODIFICATION DRAWINGS
S2 MODIFICATION DRAWINGS
S3 MODIFICATION DRAWINGS

T-1
TITLE SHEET

SF69003S - SPRINT RETAIN

T-MOBILE RF ENGINEER: T-MOBILE CONSTRUCTION MANAGER:
T-MOBILE WEST LLC
1855 GATEWAY BLVD, STE 900
CONCORD, CA 94520
CONTACT: TBD
PHONE: TBD
EMAIL: TBD

T-MOBILE WEST LLC
1855 GATEWAY BLVD, STE 900
CONCORD, CA 94520
CONTACT: TBD
PHONE: TBD
EMAIL: TBD

PROJECT A&E:

SITE ACQUISITION:

PROJECT MANAGER:

T-MOBILE PROJECT MANAGER

SURESITE CONSULTING GROUP, LLC
3659 GREEN ROAD, SUITE 214
CLEVELAND, OH 44122
CONTACT: HAYLEY BELOZ
PHONE: (310) 493-5568
EMAIL: h.beloz@sure-site.com

SURESITE CONSULTING GROUP, LLC
3659 GREEN ROAD, SUITE 214
CLEVELAND, OH 44122
CONTACT: ZACHARY NESGODA
EMAIL: z.nesgoda@sure-site.com

SURESITE CONSULTING GROUP, LLC
3659 GREEN ROAD, SUITE 214
CLEVELAND, OH 44122
CONTACT: TRISH ALEXANDER
EMAIL: t.alexander@sure-site.com

T-MOBILE WEST LLC
1855 GATEWAY BLVD, STE 900
CONCORD, CA 94520
CONTACT: SUZY STEIGERT
PHONE: (415) 991-9064
EMAIL: Suzy.Steigert2@T-Mobile.com
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T-MOBILE WEST LLC
1855 GATEWAY BLVD, STE 900

CONCORD, CA 94520
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AS CONSTRUCTION SET

NO.

THE INFORMATION CONTAINED IN THIS SET OF CONSTRUCTION DOCUMENTS IS PROPRIETARY BY NATURE.  ANY USE OR DISCLOSURE OTHER THAN THAT WHICH RELATES TO CARRIER SERVICES IS STRICTLY PROHIBITED.
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T-2

SHOP DRAWING REVIEW
REVIEW BY THE ARCHITECT/ENGINEER IS FOR GENERAL COMPLIANCE WITH THE DESIGN
CONCEPT AND THE CONTRACT DOCUMENTS.  MARKINGS OR COMMENTS SHALL NOT BE
CONSTRUED AS RELIEVING THE CONTRACTOR FROM COMPLIANCE WITH THE PROJECT PLANS
AND SPECIFICATIONS, NOR DEPARTURES THEREFROM.  THE CONTRACTOR REMAINS
RESPONSIBLE FOR DETAILS AND ACCURACY, FOR CONFIRMING AND CORRELATING ALL
QUANTITIES AND DIMENSIONS, FOR SELECTING FABRICATION PROCESSES, ETC.  WHEN SHOP
DRAWINGS DIFFER FROM OR ADD TO THE REQUIREMENTS OF THE STRUCTURAL DRAWINGS
THEY SHALL BE DESIGNED AND STAMPED BY A SPECIALTY STRUCTURAL ENGINEER (SSE)

SUBMITTALS

SITE PREPARATION NOTES:

GENERAL

SUBMITTALS: SUBMITTALS FOR SHOP DRAWINGS, MILL TESTS, PRODUCT DATA, ETC. FOR
ITEMS DESIGNED BY THE ARCHITECT/ ENGINEER OF RECORD SHALL BE MADE TO THE
ARCHITECT/ENGINEER PRIOR TO CONSTRUCTION. THE CONTRACTOR SHALL REVIEW THE
SUBMITTAL BEFORE FORWARDING TO THE ARCHITECT. SUBMITTALS SHALL BE MADE IN TIME
TO PROVIDE A TWO-WEEK REVIEW PERIOD FOR THE ARCHITECT/ ENGINEER.  SUBMITTALS
REQUIRED FOR EACH SECTION OF THESE NOTES ARE SPECIFIED IN THAT SECTION.

1. ALL MATERIALS AND CONSTRUCTION SHALL BE IN CONFORMANCE WITH THE BUILDING
CODE AND ALL OTHER GOVERNING CODES.  THESE NOTES SHALL BE CONSIDERED A PART OF
THE WRITTEN SPECIFICATIONS.

2. THE CONTRACTOR SHALL NOTIFY ARCHITECT/ENGINEER OF ANY ERRORS, OMISSIONS, OR
DISCREPANCIES AS THEY MAY BE DISCOVERED IN THE PLANS, SPECIFICATIONS, & NOTES
PRIOR TO STARTING CONSTRUCTION, INCLUDING BUT NOT LIMITED BY DEMOLITION.  THE
CONTRACTOR SHALL BE RESPONSIBLE FOR CORRECTING ANY ERROR, OMISSION, OR
INCONSISTENCY AFTER THE START OF CONSTRUCTION WHICH HAS NOT BEEN BROUGHT TO
THE ATTENTION OF THE ARCHITECT/ENGINEER AND SHALL INCUR ANY EXPENSES TO RECTIFY
THE SITUATION.  THE METHOD OF CORRECTION SHALL BE APPROVED BY THE
ARCHITECT/ENGINEER.

3. PRIOR TO STARTING CONSTRUCTION THE CONTRACTOR HAS THE RESPONSIBILITY TO
LOCATE ALL EXISTING UTILITIES, WHETHER OR NOT SHOWN ON THE PLANS, AND TO PROTECT
THEM FROM DAMAGE.  THE CONTRACTOR OR SUBCONTRACTOR SHALL BEAR THE EXPENSE
OF REPAIRING OR REPLACING ANY DAMAGE TO THE UTILITIES CAUSED DURING THE
EXECUTION OF THE WORK.  WHERE REQUIRED FOR THE PROPER EXECUTION OF THE WORK,
UTILITIES SHALL BE RELOCATED AS DIRECTED BY ENGINEERS.  EXTREME CAUTION SHOULD
BE USED BY THE CONTRACTOR WHEN EXCAVATING OR PIER DRILLING AROUND OR NEAR
UTILITIES.  CONTRACTOR SHALL PROVIDE SAFETY TRAINING FOR THE WORKING CREW.

4. ALL EXISTING INACTIVE SEWER, WATER, GAS, ELECTRIC AND OTHER UTILITIES, WHICH
INTERFERE WITH THE EXECUTION OF THE WORK, SHALL BE REMOVED AND SHALL BE CAPPED,
PLUGGED OR OTHERWISE DISCONTINUED AT POINTS WHICH WILL NOT INTERFERE WITH THE
EXECUTION OF THE WORK, SUBJECT TO THE APPROVAL OF THE ENGINEER.

5. A COPY OF THE APPROVED PLANS SHALL BE KEPT IN A PLACE SPECIFIED BY THE
GOVERNING AGENCY, AND BY LAW SHALL BE AVAILABLE FOR INSPECTION AT ALL TIMES.  IT IS
THE CONTRACTOR'S RESPONSIBILITY TO ENSURE ALL CONSTRUCTION SETS REFLECT THE
SAME INFORMATION AS THE APPROVED PLANS.  THE CONTRACTOR SHALL ALSO MAINTAIN
ONE SET OF PLANS AT THE SITE FOR THE PURPOSE OF DOCUMENTING ALL AS-BUILT
CHANGES, REVISIONS, ADDENDUMS, OR CHANGE ORDERS.  THE CONTRACTOR SHALL
FORWARD THE AS-BUILT/HIRED DRAWINGS TO THE ARCHITECT/ENGINEER AT THE
CONCLUSION OF THE PROJECT.

6. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE COMPLETE SECURITY OF THE SITE
WHILE THE WORK IS IN PROGRESS UNTIL THE JOB IS COMPLETE.

7. THE CONTRACTOR IS RESPONSIBLE TO PROVIDE TEMPORARY POWER, WATER, AND TOILET
FACILITIES AS REQUIRED BY THE PROPERTY OWNER OR GOVERNING AGENCY.

8. THE CONTRACTOR SHALL BE RESPONSIBLE FOR COMPLYING WITH ALL SAFETY
PRECAUTIONS AND REGULATIONS DURING THE WORK.  THE ENGINEER WILL NOT ADVISE ON,
NOR PROVIDE DIRECTION, AS TO SAFETY PRECAUTIONS AND PROGRAMS.

9. THE CONTRACTOR IS SOLELY RESPONSIBLE FOR ALL CONSTRUCTION MEANS, METHODS,
TECHNIQUES, PROCEDURES AND SEQUENCING AND COORDINATING ALL PORTIONS OF THE
WORK UNDER THE PROJECT.  FURTHERMORE, THE STRUCTURE IS DESIGNED AS A UNIT UPON
COMPLETION.  THE CONTRACTOR IS RESPONSIBLE FOR FURNISHING ALL TEMPORARY
BRACING AND/OR SUPPORT THAT MAY BE REQUIRED AS THE RESULT OF THE CONTRACTOR'S
CONSTRUCTION METHODS.  THE INVESTIGATION, DESIGN, SAFETY, ADEQUACY AND
INSPECTION OF BRACING, SHORING, TEMPORARY SUPPORTS, ETC. IS THE SOLE
RESPONSIBILITY OF THE CONTRACTOR.

10. THE CONTRACTOR SHALL BE RESPONSIBLE TO OBTAIN AND PAY FOR ALL PERMITS,
LICENSES AND INSPECTIONS WITH RESPECT TO THE WORK TO COMPLETE THE PROJECT.
BUILDING PERMIT APPLICATIONS SHALL BE FILED BY THE OWNER OR HIS REPRESENTATIVE.
CONTRACTOR SHALL OBTAIN THE PERMIT AND MAKE FINAL PAYMENT OF SAID DOCUMENT(S).

11. THE CONTRACTOR IS RESPONSIBLE FOR LIMITING THE AMOUNT OF LOAD IMPOSED ON THE
STRUCTURAL FRAMING AND STRUCTURE DURING CONSTRUCTION.  CONSTRUCTION LOADS
SHALL NOT EXCEED THE DESIGN CAPACITY OF THE FRAMING AT THE TIME THE LOADS ARE
IMPOSED.  TEMPORARY SHORING OR BRACING SHALL BE PROVIDED WHERE THE STRUCTURE
OR SOIL HAS NOT ATTAINED THE DESIGN STRENGTH FOR THE CONDITIONS PRESENT.  THE
CONTRACTOR SHALL ALSO RECOGNIZE AND CONSIDER THE EFFECTS OF THERMAL
MOVEMENTS OF STRUCTURAL ELEMENTS DURING THE CONSTRUCTION PERIOD.

12. ALL DIMENSIONS TAKE PRECEDENCE OVER SCALE UNLESS OTHERWISE NOTED.

13. THE CONTRACTOR SHALL PROVIDE ALL NECESSARY FRAMING, BACKING, HANGERS,
BLOCKING OR SUPPORTS FOR INSTALLATION OF ITEMS INDICATED ON THE DRAWINGS.

14. THE CONTRACTOR SHALL PROVIDE FIRE MARSHALL APPROVED MATERIALS TO FILL/SEAL
PENETRATIONS THROUGH FIRE RATED ASSEMBLIES.

15. PROPOSED CONSTRUCTION ADDED TO EXISTING CONSTRUCTION SHALL BE MATCHED IN
FORM, TEXTURE, MATERIAL AND PAINT COLOR EXCEPT AS NOTED IN THE PLANS.

16. WHERE SPECIFIED, MATERIALS TESTING SHALL BE TO THE LATEST STANDARDS AVAILABLE
AS REQUIRED BY THE LOCAL GOVERNING AGENCY RESPONSIBLE FOR RECORDING THE
RESULTS.

17. ALL GENERAL NOTES AND STANDARD DETAILS ARE THE MINIMUM REQUIREMENTS TO BE
USED IN CONDITIONS WHICH ARE NOT SPECIFICALLY SHOWN OTHERWISE.

18. ALL DEBRIS AND REFUGE IS TO BE REMOVED FROM THE PROJECT.  PREMISES SHALL BE
LEFT IN A CLEAN BROOM FINISHED CONDITION AT ALL TIMES.

19. ALL SYMBOLS AND ABBREVIATIONS ARE CONSIDERED CONSTRUCTION INDUSTRY
STANDARDS.  IF A CONTRACTOR HAS A QUESTION REGARDING THEIR EXACT MEANING, THE
ARCHITECT/ENGINEER SHALL BE NOTIFIED FOR CLARIFICATIONS.

20. CONTRACTORS SHALL VISIT THE SITE PRIOR TO BID TO ASCERTAIN CONDITIONS WHICH
MAY ADVERSELY AFFECT THE WORK OR COST THEREOF.

21. THE CONTRACTOR SHALL FIELD VERIFY THE DIMENSIONS, ELEVATIONS, ETC. NECESSARY
FOR THE PROPER CONSTRUCTION AND ALIGNMENT OF THE PROPOSED PORTION OF THE
WORK TO THE EXISTING WORK.  THE CONTRACTOR SHALL MAKE ALL MEASUREMENTS
NECESSARY FOR FABRICATION AND ERECTION OF STRUCTURAL MEMBERS.  ANY
DISCREPANCY SHALL BE IMMEDIATELY BROUGHT TO THE ATTENTION OF THE
ARCHITECT/ENGINEER.

FIRE DEPARTMENT NOTES
1. SCHEDULE REQUIRED FINAL FIRE DEPARTMENT INSPECTION 2 DAYS IN ADVANCE.

2. A UNIFORM FIRE CODE PERMIT TO OPERATE BATTERY SYSTEMS WITH STATIONARY
LEAD-ACID BATTERIES MAY BE REQUIRED AND ISSUED BY FIRE INSPECTOR.

3. AN APPROVED METHOD TO NEUTRALIZE SPILLED ELECTROLYTE SHALL BE  PROVIDED IN
THE BATTERY ROOM (IF APPLICABLE)

4. LOCATIONS AND CLASSIFICATIONS OF FIRE EXTINGUISHERS SHALL BE IN  ACCORDANCE
WITH THE UNIFORM FIRE CODE STANDARD 10-1 AND PLACEMENT IS  SUBJECT TO THE
APPROVAL OF THE FIRE INSPECTOR.

5. CONTRACTOR SHALL POST PERMANENT SIGNAGE IN A CONSPICUOUS LOCATION AT THE
SITE IDENTIFYING WHOM SHOULD BE CALLED IN AN EMERGENCY WITH PHONE NUMBERS AND
SITE-IDENTIFYING INFORMATION (SUCH AS ADDRESS, SITE #, ETC.) FOR FIRE DEPARTMENT
EMERGENCY USE.

6. A HAZARDOUS MATERIALS IDENTIFICATION SIGN IS REQUIRED FOR ALL ENTRANCES INTO
BATTERY STORAGE AREAS.  LETTERS MUST BE 1" IN HEIGHT AND IN A COLOR WHICH
CONTRASTS WITH THE BACKGROUND OF THE SIGN AND LIST THE FOLLOWING:  "BATTERY
CABINET, LEAD ACID BATTERIES INSIDE"

7. PROVIDE 2A:40BC FIRE EXTINGUISHER, OR OTHER EQUIVALENT, IN RECESSED OR
SEMI-RECESSED CABINET MOUNTED AT 48" AFF MAXIMUM TO TOP OF CABINET.  IF
CONSTRUCTION MATERIALS ARE NOT AMENABLE TO RECESSING THE CABINET, SURFACE
MOUNTED CABINETS MAY BE APPROVED.  CABINETS SHALL HAVE AN OPENABLE DOOR THAT
DOES NOT REQUIRE BREAKAGE OF GLASS.  EXTINGUISHERS SHALL BE HUNG ON THEIR
HOOKS IN THE CABINETS.

1. COMPLY WITH ALL APPLICABLE REQUIREMENTS OF THE STATE ENERGY REGULATIONS.

2. PROVIDE R-13 MINIMUM KRAFT-FACED BATT. INSULATION AT WALLS UNLESS NOTED
OTHERWISE, AND R-19 MINIMUM AT CEILINGS TO COMPLETELY ENCLOSE EQUIPMENT ROOM.
PLACE VAPOR BARRIERS ON WARM SIDE OF WALL.

3. INSULATE WALLS BETWEEN EQUIPMENT ROOM AND ADJACENT ROOMS.  INSULATE
BETWEEN JAMBS AND FRAMING, BEHIND HEADER JOISTS AND IN SOFFITS OVER EXTERIOR
SPACE.

4. PENETRATIONS OF ROOF MEMBRANES SHALL BE PATCHED/FLASHED AND MADE
WATERTIGHT USING LIKE MATERIALS IN ACCORDANCE WITH NRCA ROOFING STANDARDS AND
DETAILS.  CONTRACTOR SHALL OBTAIN DETAILING CLARIFICATION FOR SITE-SPECIFIC
CONDITIONS FROM ARCHITECT/ENGINEER, IF NECESSARY, BEFORE PROCEEDING.  PLANS ARE
NOT TO BE SCALED AND ARE INTENDED TO BE A DIAGRAMMATIC OUTLINE ONLY, UNLESS
NOTED OTHERWISE.

THERMAL & MOISTURE PROTECTION INSULATION

1. THE CONTRACTOR SHALL PREPARE SURFACES, FURNISH ALL PAINT, MATERIAL, LABOR AND
EQUIPMENT FOR THE PAINTING OF ALL SURFACES AS REQUIRED.

2. ALL PAINTS TO BE APPLIED IN WORKMANLIKE MANNER.  AT COMPLETION, REMOVE ALL
MATERIALS AND DEBRIS CAUSED BY THIS CONTRACTOR.  ALL FLOORS, GLASS, HARDWARE,
FRAMES, FIXTURES, ETC SHALL BE THOROUGHLY CLEANED OF PAINT.

3. ALL STEEL COLUMNS AND MISC. METALS SHALL BE PRIMED AND PAINTED.

4. FIRE PREVENTION: TAKE EVERY PRECAUTION AT THE END OF THE DAY TO REMOVE OILY
RAGS AND COMBUSTIBLE MATERIALS FROM THE SITE OR STORE IN METAL CONTAINER WITH
TIGHT COVERS.

5. FINAL TEXTURE & COLOR PER OWNER'S INSTRUCTIONS.

6. SHOP PAINTING: CONFORM TO AISC SPECIFICATION SEC M2 AND AISC CODE SEC. 6.5. DO
NOT PRIME SURFACES TO BE FIREPROOFED, IN CONTACT WITH CONCRETE, OR FIELD
WELDED.  STEEL WORK TO BE CONCEALED BY INTERIOR BUILDING FINISHES OR IN CONTACT
WITH CONCRETE DOES NOT REQUIRE PAINTING.  ALL OTHER STEEL WORK SHALL BE GIVEN
ONE COAT OF SHOP PAINT.

7. ALL VISIBLE ANTENNAS, ANTENNA SUPPORT STRUCTURES, CABLE TRAYS, EQUIPMENT MUST
BE PAINTED TO BLEND WITH SURROUNDING ELEMENTS - U.N.O

1. ALL FLASHING, COUNTER FLASHING, COPING AND ALL OTHER SHEET METAL SHALL BE OF
NOT LESS THAN NO. 20 U.S. GAUGE CORROSION-RESISTANT METAL U.N.O. ALL METAL MUST BE
GALVANIZED AFTER FABRICATION.

2. FLASH AND COUNTER FLASH AT ALL ROOF TO WALL CONDITIONS. G.I. FLASH AND CAULK
WOOD BEAMS AND OUTLOOKERS PROJECTING THROUGH EXTERIOR WALLS OR ROOF
SURFACES.

3. FLASH ALL EXTERIOR OPENINGS WITH APPROVED WATERPROOFING, WHICH CONFORMS TO
THE STANDARDS OF LOCAL AND STATE CODES.

4. ALL CONNECTIONS TO BUILDING WALLS OR ROOFS MUST BE FLASHED AND MADE
WATERTIGHT USING LIKE MATERIALS IN ACCORDANCE WITH NRCA ROOFING STANDARDS AND
DETAILS.  CONTRACTOR SHALL OBTAIN DETAILING CLARIFICATION FOR SITE-SPECIFIC
CONDITIONS FROM ARCHITECT/ENGINEER, IF NECESSARY, BEFORE PROCEEDING.  PLANS ARE
NOT TO BE SCALED AND ARE INTENDED TO BE A DIAGRAMMATIC OUTLINE ONLY, UNLESS
NOTED OTHERWISE.

PAINTING

FLASHING AND SHEET METAL

ACCESSIBILITY NOTE
THE TELECOMMUNICATIONS EQUIPMENT SPACE SHOWN ON THESE PLANS IS NOT
CUSTOMARILY OCCUPIED.  WORK TO BE PERFORMED IN THIS FACILITY CANNOT REASONABLY
BE PERFORMED BY PERSONS WITH A SEVERE IMPAIRMENT: MOBILITY, SIGHT, AND/OR
HEARING.  THEREFORE, PER 2016 CALIFORNIA BUILDING CODE SECTION 11B-203.5, EXCEPTION
1, THIS FACILITY SHALL BE EXEMPTED FROM ALL TITLE 24 ACCESS REQUIREMENTS.

1. THE PREPARATION OF THE SITE FOR CONSTRUCTION SHALL INCLUDE THE REMOVAL OF ALL
BROKEN CONCRETE, TREE TRUNKS AND ANY OTHER DEBRIS THAT WOULD BE DAMAGING TO
THE FOOTINGS OF THE PROPOSED STRUCTURE.

2. ALL FOUNDATION FOOTINGS SHALL EXTEND INTO AND BEAR AGAINST NATURAL
UNDISTURBED SOIL OR APPROVED COMPACTED FILL.  FOOTINGS SHALL EXTEND INTO SOIL
DEPTH INDICATED ON DETAILS.

3. SHOULD ANY LOOSE FILL, EXPANSIVE SOIL, GROUND WATER OR ANY OTHER DANGEROUS
CONDITIONS BE ENCOUNTERED DURING THE EXCAVATION FOR THE PROPOSED FOUNDATION,
THE ARCHITECT/ENGINEER SHALL BE NOTIFIED AND ALL FOUNDATION WORK SHALL CEASE
IMMEDIATELY.

4. THE SURFACE OF THE EXPOSED SUBGRADE SHALL BE INSPECTED BY PROBING OR TESTING
TO CHECK FOR POCKETS OF SOFT OR UNSUITABLE MATERIAL. EXCAVATE UNSUITABLE SOIL
AS DIRECTED BY THE GEOTECHNICAL ENGINEER/TESTING AGENCY.

5. PROOFROLL THE SURFACE OF THE EXPOSED SUBGRADE WITH A LOADED TANDEM AXLE
DUMP TRUCK.  REMOVE ALL SOILS WHICH PUMP OR DO NOT COMPACT PROPERLY AS
DIRECTED BY THE GEOTECHNICAL ENGINEER/TESTING AGENCY.

6. FILL ALL EXCAVATED AREAS WITH APPROVED CONTROLLED FILL.  PLACE IN 8" LOOSE LIFTS
AND THE MAXIMUM DRY DENSITY IN ACCORDANCE WITH ASTM D-698. COMPACT TO A MINIMUM
OF 90% RELATIVE COMPACTION.  ADEQUATE DRAINAGE SHALL BE PROVIDED SUCH THAT NO
PONDING OCCURS AFTER THESE RECOMMENDATIONS ARE APPROVED BY THE
ARCHITECT/ENGIENEER.

7. PRIOR TO STARTING CONSTRUCTION, THE CONTRACTOR SHALL PROTECT ALL AREAS FROM
DAMAGE WHICH MAY OCCUR DURING CONSTRUCTION.  ANY DAMAGE TO PROPOSED OR
EXISTING SURFACES, STRUCTURES OR EQUIPMENT SHALL BE IMMEDIATELY REPAIRED OR
REPLACED TO THE SATISFACTION OF THE PROPERTY OWNER.  THE CONTRACTOR SHALL
BEAR THE EXPENSE OF REPAIRING OR REPLACING ANY DAMAGED AREAS.

8. BEFORE PROCEEDING WITH ANY WORK WITHIN THE EXISTING FACILITY, THE CONTRACTOR
SHALL FAMILIARIZE HIMSELF WITH EXISTING STRUCTURAL AND OTHER CONDITIONS.  IT SHALL
BE THE CONTRACTOR'S RESPONSIBILITY TO PROVIDE ALL NECESSARY BRACING, SHORING
AND OTHER SAFEGUARDS TO MAINTAIN ALL PARTS OF THE EXISTING WORK IN A SAFE
CONDITION DURING THE PROCESS OF DEMOLITION AND CONSTRUCTION AND TO PROTECT
FROM DAMAGE THOSE PORTIONS OF THE EXISTING WORK WHICH ARE TO REMAIN.
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22. REPRESENTATIONS OF TRUE NORTH, OTHER THAN THOSE FOUND ON THE PLOT OF
SURVEY DRAWING (SHEET LS1), SHALL NOT BE USED TO IDENTIFY OR ESTABLISH THE
BEARING OF TRUE NORTH AT THE SITE.  THE CONTRACTOR SHALL RELY SOLELY ON THE PLOT
OF SURVEY DRAWING AND ANY SURVEYOR'S MARKINGS AT THE SITE FOR THE
ESTABLISHMENT OF TRUE NORTH, AND SHALL NOTIFY THE ARCHITECT/ ENGINEER PRIOR TO
PROCEEDING WITH THE WORK.  IF ANY DISCREPANCY IS FOUND BETWEEN THE VARIOUS
ELEMENTS OF THE WORKING DRAWINGS AND THE TRUE NORTH ORIENTATION AS DEPICTED
ON THE CIVIL SURVEY, THE CONTRACTOR SHALL ASSUME SOLE LIABILITY FOR ANY FAILURE
TO NOTIFY THE ARCHITECT/ENGINEER.

23. NO CHANGES ARE TO BE MADE TO THESE PLANS WITHOUT THE KNOWLEDGE AND
WRITTEN CONSENT OF THE ARCHITECT/ ENGINEER.  UNAUTHORIZED CHANGES RENDER
THESE DRAWINGS VOID.  THIS INCLUDES THAT THE CONTRACTOR SHALL NOT BE RELIEVED OF
ANY DEVIATION FROM THE PLANS BY THE PROFESSIONAL'S OF RECORD REVIEW OF SHOP
DRAWINGS, PRODUCT DATA, ETC. UNLESS THE CONTRACTOR HAS SPECIFICALLY INFORMED
THE PROFESSIONAL OF RECORD OF SUCH DEVIATION IN WRITING AT THE TIME OF
SUBMISSION, AND THE PROFESSIONAL OF RECORD HAS GIVEN WRITTEN APPROVAL TO THE
SPECIFIC DEVIATION.

24. ANY REFERENCE TO THE WORDS "APPROVED" OR "APPROVAL" IN THESE DOCUMENTS
SHALL BE HERE DEFINED TO MEAN GENERAL ACCEPTANCE OR REVIEW AND SHALL NOT
RELIEVE THE CONTRACTOR AND/OR HIS SUB-CONTRACTORS OF ANY LIABILITY IN FURNISHING
THE REQUIRED MATERIALS OR LABOR SPECIFIED.

25. STAIR TREADS SHALL BE MARKED BY A STRIP OF CLEARLY CONTRASTING COLOR AT LEAST
2-INCHES WIDE AND PLACED PARALLEL TO AND NOT MORE THAN 1 INCH FROM THE NOSE OF
THE STEP.  ALL TREAD SURFACES SHALL BE SLIP RESISTANCE.  NOSING SHALL NOT PROJECT
MORE THAN 1-1/2 INCHES PAST THE FACE OF THE RISER BELOW.

GENERAL (CONTINUED)
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GENERAL NOTES AND SPECIFICATIONS

BATTERY INFORMATION

INSTALL STATUS BATTERY MODEL
TOTAL # OF

BATTERY UNITS
INSTALLED (E)

VOLTAGE (V) AMP-HOURS (AH) KWh, Kilowatt-hours =
(V*AH)/1000

TOTAL BATTERY
CAPACITY, KWh

STATIONARY
BATTERY STORAGE

SYSTEM
THRESHOLD

QUANITITY, PER CFC
SECTION 1206 (KWh)

STATIONARY
BATTERY STORAGE

SYSTEM CODE
CHECK

TOTAL
ELECTROLYTE

VOLUME (GALLONS)
PER UNIT

TOTAL
ELECTROLYTE BY

VOLUME (GALLONS)
=

EXISTING TO BE
REMOVED N/A N/A N/A N/A N/A N/A N/A N/A

EXISTING TO
REMAIN N/A N/A N/A N/A N/A N/A N/A N/A

PROPOSED NORTHSTAR - NSB
190FT HT RED 12 12 190 2.28 27.36 2.03 24.36

TOTAL 12 27.36 70 CFC SECTION 1206
DOES NOT APPLY 24.36
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EXISTING GAMMA ANTENNA LAYOUT PLAN

(E) SECTOR C

AZIMUTH = 290°

(E) RFS APXVFRR12 PANEL
ANTENNA TO BE REMOVED

(1 PER SECTOR, 3 TOTAL)

(N) FRP SCREEN PER STRUCTURAL.
REFER TO MODIFICATION DRAWINGS
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(ACTIVE ANTENNA - MASSIVE

MIMO) (1 PER SECTOR, 3 TOTAL)
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SEE SHEET A-1.1 FOR LOCATION
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(N) ERICSSON HYBRID TRUNK
6X24 4AWG, 110M CABLES TO

FOLLOW EXISTING CABLE ROUTE

(N) CABLE TRAY

RELOCATED (E)
GPS

(E) CABLE PORT

RELOCATED
(E) 200A PPC

RELOCATED
(E) TELCO BD

RELOCATED
(E) FIBER BOX

RELOCATED (E)
TELCO BOX
RELOCATED (E)
CIENA

(E) FAUX WINDOW
(TYP)

SEE SHEET A-1.1 FOR LOCATION

(E) POWER
PANEL

(E) HVAC UNIT

(E) WATER PIPES
(TYP)

(E) 24" X 24"
LOUVERED VENT

(E) HVAC UNIT

(E) POWER VENT/FAN
UNIT IN WALL ABOVE

HVAC UNIT
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0 11/22/21 100% CDS RGL

1 01/17/22 NEW ELEVATION JAF

A-2.1
ANTENNA AND EQUIPMENT LAYOUT PLANS

NEW ALPHA ANTENNA LAYOUT PLAN

TRUE NORTH
North to be determined by site

survey (if possible).

NEW BETA ANTENNA LAYOUT PLAN

EXISTING ALPHA ANTENNA LAYOUT PLAN

TRUE NORTH
North to be determined by site

survey (if possible).

NOT USED

(E) S
ECTOR A

AZIM
UTH = 30

°

(E) ROOFTOP

(E) RFS APXVFRR12 PANEL
ANTENNA TO BE REMOVED
(1 PER SECTOR, 3 TOTAL)

(E) PENTHOUSE

(E) PARAPET

(E) ALPHA WIRELESS AW3266-C4-R
PANEL ANTENNA TO BE REMOVED (1
PER SECTOR, 3 TOTAL)

(E) UNISTRUT MOUNTED RRU
2500 TO BE REMOVED (1 PER

SECTOR , 3 TOTAL)

(E) UNISTRUT MOUNTED RRU
1900 TO BE REMOVED (1 PER

SECTOR , 3 TOTAL)

(E) UNISTRUT MOUNTED RRU
800 TO BE REMOVED (1 PER

SECTOR , 3 TOTAL)

(E) CABLE TRAY
MOUNTED ON PARAPET

(E) CABLE ROUTE

(E) WATER PIPE

(E) UNISTRUT MOUNTED
DIPLEXERS TO BE REMOVED

(2 PER SECTOR , 6 TOTAL)

(E) ACCESS DOOR

(E) WALL MOUNTED CABLE TRAY

(E) ROOFTOP

(E) PENTHOUSE

(E) PARAPET

(E) CABLE TRAY
MOUNTED ON
PARAPET

(E) CABLE ROUTE

(E) WATER PIPE

(E) ACCESS DOOR

(E) WALL MOUNTED CABLE TRAY

(N) ERICSSON AIR6449 B41
(ACTIVE ANTENNA - MASSIVE
MIMO) ON (E) MOUNTS (1 PER
SECTOR, 3 TOTAL)

(N) RFS APXVAALL18_43-U-NA20
(OCTO) PANEL ANTENNA ON (E)
MOUNTS (1 PER SECTOR, 3
TOTAL)

(N) 4460 B66A RRU MOUNTED TO (E)
UNISTRUT (1 PER SECTOR, 3 TOTAL)

(N) 4480 B71+B85 RRU MOUNTED TO (E)
UNISTRUT (1 PER SECTOR, 3 TOTAL)

(N) ERICSSON HYBRID TRUNK
6X24 4AWG, 110M CABLES TO

FOLLOW EXISTING CABLE ROUTE

(N) ALPHA SECTOR
AZIMUTH = 70°

(N
) BETA SEC

TO
R

AZIM
U

TH
 = 160°

(E) ROOFTOP

(N) 4460 B25+B66 RRU MOUNTED TO (N)
PIPE MOUNT (1 PER SECTOR, 3 TOTAL)

(N) 4480 B71+B85 RRU MOUNTED TO (N)
PIPE MOUNT (1 PER SECTOR, 3 TOTAL)

(N) RFS APXVAALL18_43-U-NA20 (OCTO)
PANEL ANTENNA (1 PER SECTOR, 3 TOTAL)

PROVIDE 1" MIN. CLEARANCE FROM FRP

(N) ERICSSON AIR6449 B41 (ACTIVE
ANTENNA - MASSIVE MIMO) (1 PER
SECTOR, 3 TOTAL) PROVIDE 1"
CLEARANCE FROM FRP

(N) FRP SCREEN PER STRUCTURAL
REFER TO MODIFICATION DRAWINGS

(E) PENTHOUSE STRUCTURE

TRUE NORTH
North to be determined by site

survey (if possible).

(E) PARAPET

(N) ROOFTOP CABLE TRAY

(N) ERICSSON HYBRID TRUNK
6X24 4AWG, 110M CABLES TO
FOLLOW EXISTING CABLE ROUTE

(N) ANTENNA PIPE AND
MOUNT (2 AT BETA

SECTOR) PER
STRUCTURAL

SEE SHEET A-1.1 FOR LOCATION

SEE SHEET A-1.1 FOR LOCATION

(N) ALPHA SECTOR
AZIMUTH = 70°
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F 10/26/21 RELOCATED EQUIPMENT RGL

0 11/22/21 100% CDS RGL

1 01/17/22 NEW ELEVATION JAF

A-3
ARCHITECTURAL ELEVATIONS

NEW SOUTH ELEVATION

EXISTING SOUTH ELEVATION

(E) RFS APXVFRR12 PANEL ANTENNA TO BE REMOVED
(1 PER SECTOR, 3 TOTAL) (E) BETA SECTOR

(E) UNISTRUT MOUNTED RRU 1900 TO
BE REMOVED (1 PER SECTOR , 3 TOTAL)

(E) PENTHOUSE

(E) ALPHA WIRELESS AW3266-C4-R PANEL ANTENNA TO BE
REMOVED (1 PER SECTOR, 3 TOTAL) (E) BETA SECTOR

(E) UNISTRUT MOUNTED RRU 800 TO BE
REMOVED (1 PER SECTOR , 3 TOTAL)

(E) UNISTRUT MOUNTED RRU 2500 TO
BE REMOVED (1 PER SECTOR , 3 TOTAL)

(E) UNISTRUT MOUNTED RRU
1900 TO BE REMOVED (1 PER
SECTOR , 3 TOTAL)

(E) PENTHOUSE
(E) ALPHA WIRELESS AW3266-C4-R
PANEL ANTENNA TO BE REMOVED
(1 PER SECTOR, 3 TOTAL) (E) BETA
SECTOR

(E) UNISTRUT MOUNTED RRU
800 TO BE REMOVED (1 PER
SECTOR , 3 TOTAL)

(E) UNISTRUT MOUNTED RRU
2500 TO BE REMOVED (1 PER
SECTOR , 3 TOTAL)

(E) ACESS DOOR

(E) CABLE TRAY
MOUNTED ON PARAPET

(E) WATER PIPE

(E) PENTHOUSE

(E) PENTHOUSE
(E) ACESS DOOR

(E) CABLE TRAY
MOUNTED ON PARAPET

(E) WATER PIPE

(N) ERICSSON AIR6449 B41 (ACTIVE
ANTENNA - MASSIVE MIMO) ON (E)
MOUNTS (1 PER SECTOR, 3 TOTAL)
(N) ALPHA SECTOR

(N) 4460 B25+B66 RRU MOUNTED TO (E)
UNISTRUT (1 PER SECTOR, 3 TOTAL)

(N) 4480 B71+B85 RRU MOUNTED TO (E)
UNISTRUT (1 PER SECTOR, 3 TOTAL)

(N) RFS APXVAALL18_43-U-NA20
(OCTO) PANEL ANTENNA ON (E)
MOUNTS (1 PER SECTOR, 3 TOTAL)
(N) ALPHA SECTOR

(N) ERICSSON AIR6449 B41 (ACTIVE
ANTENNA - MASSIVE MIMO) ON (N)
MOUNTS (1 PER SECTOR, 3 TOTAL)
(N) BETA SECTOR

(N) 4460 B25+B66 RRU  MOUNTED BEHIND
ANTENNA (1 PER SECTOR, 3 TOTAL)

(N) 4480 B71+B85 RRU MOUNTED BEHIND
ANTENNA (1 PER SECTOR, 3 TOTAL)

(N) RFS APXVAALL18_43-U-NA20
(OCTO) PANEL ANTENNA ON (N)

MOUNTS (1 PER SECTOR, 3 TOTAL)
(N) BETA SECTOR

(E) BETA SECTOR/(E) EQUIPMENT RM (E) ALPHA SECTOR

(N) ALPHA SECTOR

(N) BETA SECTOR & (N) EQUIPMENT ROOM

(N) FRP SCREEN TO MATCH
EXISTING BUILDING

(E) EME WARNING SIGN
ON EXTERIOR OF DOOR
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0 11/22/21 100% CDS RGL

1 01/17/22 NEW ELEVATION JAF

A-3
ARCHITECTURAL ELEVATIONS

NEW NORTH ELEVATION

EXISTING NORTH ELEVATION

(E) PENTHOUSE (E) PENTHOUSE

(E) PENTHOUSE

(E) PENTHOUSE

(N) ERICSSON AIR6449 B41 (ACTIVE
ANTENNA - MASSIVE MIMO) ON (N)
MOUNT

(N) RFS APXVAALL18_43-U-NA20
(OCTO) PANEL ANTENNA ON (N)
MOUNT

(N) ERICSSON AIR6449 B41 (ACTIVE
ANTENNA - MASSIVE MIMO) ON (N)

MOUNT

(N) RFS APXVAALL18_43-U-NA20
(OCTO) PANEL ANTENNA ON (N)

MOUNT

(N) ALPHA SECTOR
(N) GAMMA SECTOR

(N) FRP SCREEN TO MATCH
EXISTING BUILDING

(E) PENTHOUSE
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0 11/22/21 100% CDS RGL

1 01/17/22 NEW ELEVATION JAF

A-3.2
ARCHITECTURAL ELEVATIONS

NEW EAST ELEVATION

EXISTING EAST ELEVATION

(E) PENTHOUSE

(E) PENTHOUSE

(N) RFS APXVAALL18_43-U-NA20
(OCTO) PANEL ANTENNA ON (N)
MOUNT

(N) ERICSSON AIR6449 B41 (ACTIVE
ANTENNA - MASSIVE MIMO) ON (N)
MOUNT

(N) RFS APXVAALL18_43-U-NA20
(OCTO) PANEL ANTENNA ON (N)
MOUNT

(N) GAMMA SECTOR

(N) BETA SECTOR

(E) PENTHOUSE

(E) RFS APXVFRR12 PANEL ANTENNA TO BE
REMOVED (BETA SECTOR)

(E) PENTHOUSE
(E) UNISTRUT MOUNTED RRU 2500 TO
BE REMOVED (BETA SECTOR)

(E) GPS ANTENNA

(N) 4460 &4480 RRU MOUNTED TO
(N) UNISTRUT

(E) EME WARNING SIGN
ON EXTERIOR OF DOOR
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(1) RRU 1900 (1) FIBER ±225' -

A2 - ALPHA WIRELESS AW3266-C4-R 4'-6" 290° 54'-0" (1) RRU 2500 - -

B
ET

A
SE

C
TO

R

B1 - RFS APXVFRR12 4'-0" 30° 54'-0"
(1) RRU 800

(1) RRU 1900 (1) FIBER ±370' -

B2 ALPHA WIRELESS AW3266-C4-R 4'-6" 30° 54'-0" (1) RRU 2500

G
A

M
M

A
SE

C
TO

R

C1 - RFS APXVFRR12 4'-0" 160° 54'-0"
(1) RRU 800

(1) RRU 1900 (1) FIBER ±20' -

C2 ALPHA WIRELESS AW3266-C4-R 4'-6" 160° 54'-0" (1) RRU 2500

TOTAL (3) RFS APXVFRR12
(3) ALPHA WIRELESS AW3266-C4-R

(3) RRU 800
(3) RRU 1900
(3) RRU 2500

(3) FIBER CABLES -

NEW ANTENNA SCHEDULE

POSITION
ANTENNA

ANTENNA
AZIMUTH

RAD
CENTER TMA/RRU CABLE TYPE CABLE

LENGTH JUMPERS
TECH MODEL SIZE

A
LP

H
A

SE
C

TO
R

A1

L700
L600
N600

G1900
L1900
L2100

RFS APXVAALL18_43-U-NA20 (OCTO) 6'-0" 70° 54'-0" RRU 4480 B71+B85
RRU 4460 B25+B66

HCS 6/24 4AWG 110m

(4) 6' SUREFLEX 4.3 TO 4.3-10
(4) 10' SUREFLEX 4.3 TO

4.3-10
(6) FIBER JUMPERS

A2 L2500
N2500

ERICSSON
AIR6449 B41 2'-9" 70° 55'-7" - (4) FIBER JUMPERS

B
ET

A
SE

C
TO

R

B1 L2500
N2500

ERICSSON
AIR6449 B41 2'-9" 160° 55'-7" -

HCS 6/24 4AWG 110m

(4) FIBER JUMPERS

B2

L700
L600
N600

G1900
L1900
L2100

RFS APXVAALL18_43-U-NA20 (OCTO) 6'-0" 160° 54'-0" RRU 4480 B71+B85
RRU 4460 B25+B66

(4) 6' SUREFLEX 4.3 TO 4.3-10
(4) 10' SUREFLEX 4.3 TO

4.3-10
(6) FIBER JUMPERS

G
A

M
M

A
SE

C
TO

R

C1

L700
L600
N600

G1900
L1900
L2100

RFS APXVAALL18_43-U-NA20 (OCTO) 6'-0" 340° 54'-0" RRU 4480 B71+B85
RRU 4460 B25+B66

HCS 6/24 4AWG 110m

(4) 6' SUREFLEX 4.3 TO 4.3-10
(4) 10' SUREFLEX 4.3 TO

4.3-10
(6) FIBER JUMPERS

C2 L2500
N2500

ERICSSON
AIR6449 B41 2'-9" 340° 55'-7" - (4) FIBER JUMPERS

TOTAL (3) RFS APXVAALL18_43-U-NA20 (OCTO)
(3) ERICSSON AIR6449 B41

(3) RRU 4480 B71+B85
(3) RRU 4460 B25+B66 (3) HCS 6/24 4AWG

(12) 6' SUREFLEX 4.3 TO
4.3-10

(12) 10' SUREFLEX 4.3 TO
4.3-10

(30) FIBER JUMPERS

ANTENNA SCHEDULES

NEW ANTENNA SCHEDULEEXISTING ANTENNA SCHEDULE

NOTE:
1.  DO NOT USE RFDS COAX/CAB/E/FIBER LENGTHS FOR CUT LENGTHS: ESTIMATES ONLY.
2.  CONFIRM THAT THE GENERAL CONTRACTOR IS USING LATEST VERSION OF RFDS
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G-1GROUNDING SCHEMATIC

GROUNDING NOTES

GROUDING PLAN

TYP. ANTENNA GROUNDING

EQUIPMENT GROUNDING

12

3

5

5

G G

3

4

7

6

G

G

G G

8

7

8

9. ALL SUPPORT STRUCTURES, CABLE CHANNEL WAYS OR WIRE GUIDES SHALL BE BONDED TO GROUND SYSTEM AT A
POINT NEAREST THE MAIN GROUNDING BUS "MGB" (OR DIRECTLY TO GROUND-RING).

10. ACCEPTABLE CONNECTIONS FOR GROUNDING SYSTEM SHALL BE:
    a.  BURNDY, HY-GRADE U.L. LISTED CONNECTORS FOR INDOOR USE OR AS APPROVED BY T-MOBILE PROJECT
MANAGER.
    b.  CADWELD, EXOTHERMIC WELDS (WELDED CONNECTIONS).
    c.  TWO -(2) HOLE TINNED COPPER COMPRESSION (LONG BARREL) FITTINGS (BUS BAR CONNECTIONS).

11. ALL CRIMPED CONNECTIONS SHALL HAVE EMBOSSED MANUFACTURER'S DIEMARK VISIBLE AT THE CRIMP
(RESULTING FROM USE OF PROPER CRIMPING DEVICES).

12. PRIOR TO ANY LUG-BUSSBAR CONNECTIONS, THE BUS BAR SHALL BE CLEANED BY USE OF "SCOTCH-BRITE' OR
PLAIN STEEL WOOL AS TO REMOVE ALL SURFACE OXIDATION AND CONTAMINANTS. A COATING OF "NO-OX-ID" SHALL
BE APPLIED TO THE CONNECTION SURFACES.

13. ALL CONNECTION HARDWARE SHALL BE TYPE 316 SS (NOT ATTRACTED TO MAGNETS).

14. THE GROUND RING SHALL BE INSTALLED 24" MINIMUM BEYOND ANY BUILDING DRIP LINE.

15. ELECTRICAL SERVICE EQUIPMENT GROUNDING SHALL COMPLY WITH NEC, ARTICLE 250 AND SHALL BOND ALL
EXISTING AND NEW GROUNDING ELECTRODES.  NEW GROUNDING ELECTRODE SHALL INCLUDE BUT NOT LIMITED TO
GROUND RODS, GROUND RING IF SERVICE IS WITHIN THE RADIO EQUIPMENT LOCATION, BUILDING STEEL IF
APPLICABLE, COLD WATER CONNECTIONS MUST BE MADE ON THE STREET SIDE OF MAIN SHUT-OFF VALVE.

1. ALL DETAILS ARE SHOWN IN GENERAL TERMS.  ACTUAL GROUNDING INSTALLATION AND CONSTRUCTION MAY
VARY DUE TO SITE SPECIFIC CONDITIONS.

2. GROUND ALL ANTENNA BASES, FRAMES, CABLE RUNS, AND OTHER METALLIC COMPONENTS USING #2 GROUND
WIRES AND CONNECT TO SURFACE MOUNTED GROUND BUS BARS AS SHOWN.  FOLLOW ANTENNA AND BTS
MANUFACTURER'S PRACTICES FOR GROUNDING REQUIREMENTS. GROUND COAX SHIELD AT BOTH ENDS USING
MANUFACTURERS PRACTICES.  ALL UNDERGROUND WATER PIPES, METAL CONDUITS AND GROUNDS THAT ARE A
PART OF THIS SYSTEM SHALL BE BONDED TOGETHER.

3. ALL GROUND CONNECTIONS SHALL BE #2 AWG U.N.O. ALL WIRES SHALL BE COPPER THHN/THWN.  ALL GROUND
WIRE SHALL BE SOLID TIN COATED OR STRANDED GREEN INSULATED WIRE.

4. CONTRACTOR TO VERIFY AND TEST GROUND TO SOURCE, 5 OHMS MAXIMUM.  PROVIDE SUPPLEMENT
GROUNDING RODS AS REQUIRED TO ACHIEVE SPECIFIED OHMS READING. GROUNDING AND OTHER OPTIONAL
TESTING WILL BE WITNESSED BY THE T-MOBILE REPRESENTATIVE.

5. NOTIFY ARCHITECT/ENGINEER IF THERE ARE ANY DIFFICULTIES INSTALLING GROUNDING SYSTEM DUE TO SITE
SOIL CONDITIONS.

6. BARE GROUNDING CONDUCTOR SHALL BE HARD DRAWN TINNED COPPER SIZES AS NOTED ON PLAN.

7. ALL HORIZONTALLY RUN GROUNDING CONDUCTORS SHALL BE INSTALLED MINIMUM 12" BELOW
GRADE/FROST-LINE IN TRENCH, U.N.O., AND BACK FILL SHALL BE COMPACTED AS REQUIRED BY ARCHITECT.

8. ALL GROUND CONDUCTORS SHALL BE RUN AS STRAIGHT AND SHORT AS POSSIBLE, WITH A MINIMUM 12" BENDING
RADIUS NOT LESS THAN 90 DEGREES.

GENERAL NOTES:
1. PLAN DRAWINGS SHOWN HEREIN ARE DIAGRAMMATIC AND DO NOT

NECESSARILY DEPICT THE EXACT EQUIPMENT QUANTITIES, LOCATION,
LAYOUT AND CONFIGURATION.  REFER TO ARCHITECTURAL PLANS FOR
EXACT EQUIPMENT LOCATION, LAYOUT AND CONFIGURATION.

2. PLAN DRAWINGS SHOWN HEREIN DO NOT NECESSARILY DEPICT
ELECTRICAL REQUIREMENTS OF INDIVIDUAL EQUIPMENT AND DEVICES
SUCH AS THE EQUIPMENT GROUNDING REQUIREMENTS, POWER
REQUIREMENTS AND TELCO RACEWAY REQUIREMENTS.

3. REFER TO A-1 FOR THE LOCATION OF POWER AND TELCO POINT OF
CONNECTIONS, THE DISTANCE OF THE RUN AND THE SUGGESTED
CONDUIT ROUTING.  FIELD VERIFY EXISTING CONDITIONS SPECIFICALLY
FOR CONDUIT ROUTING PRIOR TO BID.

MECHANICAL CONNECTION

LEGEND

EXOTHERMIC WELD
(CADWELD/THERMOWELD) CONNECTION.

G
#2 AWG INSULATED, COPPER WIRE (UNLESS
OTHERWISE SPECIFIED).

ANTENNA GROUND BUS BAR NEAR ANTENNAS
(CONTRACTOR TO FIELD VERIFY LOCATION)

NEW T-MOBILE EQUIPMENT CABINET2

1

4

5

3
MASTER GROUND BUS BAR AT EQUIPMENT
(DETAIL 7/G-2)
(CONTRACTOR TO FIELD VERIFY LOCATION)

7

6

KEY NOTES

(2) #2 BARE TINNED COPPER WIRES FROM
NEW CABINET TO NEW MASTER GROUND BAR

MECHANICAL CONNECTION

AWG 2 INSULATED COPPER GROUND WIRE
TO GROUND RING.

AWG 6 INSULATED COPPER GROUND
WIRE FROM ANTENNA GROUND KIT TO
ANTENNA BUS BAR (TYP.)

AWG 2 INSULATED COPPER GROUND FROM
RRU, PIPE MOUNT TO ANTENNA BUS BAR

8

AWG 2 INSULATED COPPER GROUND WIRE
CONNECTED TO MASTER GROUND BUS
BAR.

9

AWG 2 TO BUILDING STEEL OR (E)
BUILDING SERVICE GROUND

10

NOTE: THIS PLAN IS NOT INTENDED TO
SHOW ALL EXISTING GROUNDING. ONLY
PROPOSED GROUNDING AND MAIN
GROUND BARS ARE DEPICTED

COPPER CLAD GROUND ROD
SEE DETAIL 8, G-2

11

GROUND TEST WELL
SEE DETAIL 6, G-2

12

TRUE NORTH
North to be determined by site

survey (if possible).

GROUNDING SCHEMATIC & NOTES

1

5

2

G G

G

G

G
G

G G

G

G

G7

8

4

G

G

G

G
G

G

G

G G

G

G
G

G

7

4
8

GAMMA SECTOR

ALPHA SECTOR

4

8

 7

EQUIPMENT ROOM  AND BETA SECTOR

G
G

1

7

10

G

G

G

G

2

5

7
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G-2
GROUNDING DETAILS

N.T.S. FRAME GROUNDING DETAILN.T.S. GROUND CLAMP DETAILN.T.S. CABLE GROUND SCHEMATIC

TO ANTENNAS

RX2

TO GROUND
RING

TX1/RX1

JUMPER REQUIRED ONLY
FOR 1-5/8"Ø COAX FOR
EASE OF CONNECTION

(TYP)

CONNECTOR
WEATHERPROOFING KIT

(TYP) SEE NOTE 2

ANTENNA CABLE TO BTS
EQUIPMENT (TYP)

WEATHERPROOFING
KIT (TYP)

STANDARD
GROUND KIT
(TYP)

COPPER ANTENNA GROUND BAR
ATTACHED DIRECTLY TO TOWER
WITHOUT ISOLATOR. NO WELDING
OR DRILLING PERMITTED

#6 AWG

NOTES:
1. DO NOT INSTALL CABLE GROUND KIT AT A BEND

AND ALWAYS DIRECT GROUND WIRE DOWN TO
ANTENNA GROUND BAR.

2. WEATHERPROOFING SHALL BE ANDREWS. (TYPE
AND PART NUMBER AS SUPPLIED OR
RECOMMENDED BY CABLE MANUFACTURER.)

N.T.S. CADWELD CONNECTION DETAILN.T.S. CABLE GROUND KIT DETAILN.T.S. GROUND ROD DETAIL

N.T.S. GROUND BAR DETAILN.T.S. TEST WELL DETAILN.T.S. POWER/TELCO TRENCH DETAIL
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E-1

ELECTRICAL SITE PLAN,
PANEL SCHEDULE & 1-LINE

2ELECTRICAL NOTES

4NEW PANEL SCHEDULE

3EXISTING PANEL SCHEDULE

1ONE LINE DIAGRAM5ericsson 6160 cabinet, table 7

Table 7: Fuse for Split-Phase Feeding 2W + PE
Amount of Rectifiers Input Current (A) Recommended AC Fuses (A)

1 18 25

2 36 50

3 54 80

4 72 100

5 90 125

6 108 125

7 126 150

8 144 175

9 162 200

3.4.2 FUSE RECOMMENDATIONS FOR AC INPUT

THE TABLE LISTS THE RECOMMENDED FUSE VALUES
FOR DIFFERENT AMOUNT OF INSTALLED RECTIFIERS.
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1. ALL ELECTRICAL WORK SHALL CONFORM TO THE CEC AS WELL AS ALL APPLICABLE STATE & LOCAL CODES. ALL ELECTRICAL WORK SHALL CONFORM TO THE CEC AS WELL AS ALL APPLICABLE STATE & LOCAL CODES. 2. CONTRACTOR SHALL FURNISH & INSTALL ALL CONDUIT, CONDUCTORS, PULL BOXES, TRANSFORMER PADS, POLE RISERS, & PERFORM ALL TRENCHING & CONTRACTOR SHALL FURNISH & INSTALL ALL CONDUIT, CONDUCTORS, PULL BOXES, TRANSFORMER PADS, POLE RISERS, & PERFORM ALL TRENCHING & BACKFILLING REQUIRED IN THE PLANS 3. ALL ELECTRICAL ITEMS SHALL BE U.L. APPROVED OR LISTED & PROCURED PER PLAN SPECIFICATIONS. ALL ELECTRICAL ITEMS SHALL BE U.L. APPROVED OR LISTED & PROCURED PER PLAN SPECIFICATIONS. 4. ALL CIRCUIT BREAKERS, FUSES, & ELECTRICAL EQUIPMENT SHALL HAVE AN INTERRHPTION RATING NOT LESS THAN THE MAXIMUM SHORT CIRCUIT CURRENT ALL CIRCUIT BREAKERS, FUSES, & ELECTRICAL EQUIPMENT SHALL HAVE AN INTERRHPTION RATING NOT LESS THAN THE MAXIMUM SHORT CIRCUIT CURRENT TO WHICH THEY MAY BE SUBJECTED W/ A MINIMUM OF 10,000 A.I.C. OR AS REQUIRED 5. THE ENTIRE ELECTRICAL INSTALLATION SHALL BE GROUNDED AS REQUIRED BY ALL APPLICABLE CODES. THE ENTIRE ELECTRICAL INSTALLATION SHALL BE GROUNDED AS REQUIRED BY ALL APPLICABLE CODES. 6. ELECTRICAL WIRING SHALL BE COPPER #12 MIN W/ TYPE XHHW, THWN, OR THHN INSULATION ELECTRICAL WIRING SHALL BE COPPER #12 MIN W/ TYPE XHHW, THWN, OR THHN INSULATION 7. ALL OUTDOOR EQUIPMENT SHALL HAVE NEMA 3R ENCLOSURE. ALL OUTDOOR EQUIPMENT SHALL HAVE NEMA 3R ENCLOSURE. 8. ALL BURIED WIRE SHALL RUN THROUGH SCHEDULE 40 PVC CONDUIT UNLESS OTHERWISE NOTED. ALL BURIED WIRE SHALL RUN THROUGH SCHEDULE 40 PVC CONDUIT UNLESS OTHERWISE NOTED. 9. A GROUND WIRE IS TO BE PULLED IN ALL CONDUITS. A GROUND WIRE IS TO BE PULLED IN ALL CONDUITS. 10. WHERE ELECTRICAL WIRING OCCURS OUTSIDE A STRUCTURE & HAS THE POTENTIAL FOR EXPOSURE TO WEATHER, WIRING SHALL BE IN WATERTIGHT WHERE ELECTRICAL WIRING OCCURS OUTSIDE A STRUCTURE & HAS THE POTENTIAL FOR EXPOSURE TO WEATHER, WIRING SHALL BE IN WATERTIGHT GALVANIZED RIGID STEEL OR FLEXIBLE CONDUIT.
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