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Chapter 18.24 Objective Design Standards 

Residential and Residential Mixed‐Use Material List (6/20/22) 

This list may be updated from time to time by the Director of Planning with a recommendation by the 
Architectural Review Board. For details, please see Municipal Code Section 18.24.090: Materials. 

Residential and Residential Mixed‐use Material List  

Material  Maximum Usage 
% of façade area 

Brick (full dimensional)  100% 

Stone/masonry  100% 

Stucco/Cement Plaster  100% 

Glass (transparent, spandrel)  100% 

Finished wood, wood veneer, engineered wood, and wood siding  100% 

Factory or naturally finished flat, profiled, fluted, or ribbed metal panels  100% 

Fiber reinforced cement siding and panels  100% 

Terracotta  100% 

Concrete (poured in place or precast)  35% 

Concrete blocks with integral color (ground, polished, or glazed finishes)  35% 

Concrete blocks with integral color (split face finish)  35% 

Ceramic tile  35% 

Standing seam metal  35% 

Three Dimensional Glass  5% 

Corrugated metal  5% 

Vegetated wall panels or trellises  5% 

Vinyl siding  Not Permitted 

T‐111 Plywood  Not Permitted 

Exterior Insulation Finishing System (EIFS)  Not Permitted 

Plastic or vinyl fencing  Not Permitted 

Chain link fencing  Not Permitted 


